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AURA PP-8802/8803

The AURA PP-8802/8803 is a high performance 
model with printing speed up to 220 mm/sec. As a 
receipt and information printer, its speedy printing 
satisf ies crowded check-out line and promotional 
activities in the peak hours. Optional spill-resistant top 
cover displays thoughtful design for retailers to run 
t h e i r  b u s i n e s s  s m o o t h l y  e v e n  i n  t h e  h a r s h  
environments like pub, bar, etc. Additionally, the AURA 
PP-8802/8803 features easy paper replacement and 
flexible deployment in the wall-mount design.

Spill-Resistant Cover

Specification AURA PP-8802/8803

Print Speed Up to 220 mm/sec

Print Resolution 8 dots/mm, up to 576 dots/line (default 512 dots/line)

Paper Width 80 or 58 +0/-1 mm

Printing Width 64 mm (512 dots/line)/72 mm (576 dots/line)

Input Buffer 6KB

LED Indicator Power; Error; Paper out

Cutter Auto cutter + manual cutter

Power Supply 24V/60W

Interface
PP-8802: USB (True USB/Virtual COM selectable) + Serial

PP-8803: USB (True USB/Virtual COM selectable) + Serial + LAN 

Dimension (W x D x H in mm) 148 x 205 x 143

Weight (N. W. in kg) 1.2

Language Support

International Character Set
15 international character sets (Denmark I, Denmark II, Ex-Jugoslavia, France, Germany, Italy, Japan,
Korea, Latin America, Norway, Spain, Spain II, Sweden, UK, USA)

Character Code Page 23 code pages supported

Bar Code Printing UPC-A/E, EAN13/8, ITF, CODE39/93/128, CODABAR, QR Code, PDF417


